Hemlok®

Structural breakstem fasteners with exceptional shear
and tensile strength and a large blind side bearing area
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against the rear sheet. e I

Key features and benefits

o All steel version provides exceptional shear and tensile ¢ Interference lock formed by a splined stem provides

strength strong, vibration resistant joints
e Large blind side bearing area spreads the tail bearing * No damage, electrical problems or rattling caused by
load/clamp load on the rear sheet reducing creep e.g. loose stems

in plastic material

Specifications  Typical placing sequence

Size:

1/4" (6.4 mm) 1. 2. 3.
Materials:
Aluminum, Steel
Head Style:
Protruding
—— |

Please visit our website for fastener placing animations and technical data.

Assembly applications

o Automotive Scaffold tower Step ladder Car seat base

¢ Warehouse racking
e Ladders

STANLEY.

Engineered Fastening -21- www.StanleyEngineeredFastening.com



POP )X Avdel

Hemlok® 2221 Series L
Steel / Steel e
_,./_.__ .
English Francais Deutsch Italiano Espafol

Protruding head

Téte bombée

Flachrundkopf

Testa tonda

Cabeza alomada

Body: Medium carbon

steel
Zinc plated

Clear trivalent passivated

Corps: Acier moyen
carbone

Zingué, Passivation claire
trivalente

Hulse: Stahl

Verzinkt

Klar passiviert, Cr6-frei

Corpo: Acciaio a medio

tenore di carbonio
Zincato, Passivazione
chiara trivalente

Cuerpo: Acero medio en

carbono
Zincado

Pasivado claro trivalente

Stem: Medium carbon

steel
Zinc plated

Tige: Acier moyen
carbone
Zingué, Passivation claire

Clear trivalent passivated trivalente

Dorn: Stahl

Verzinkt

Klar chromatiert, Cr6-frei

Gambo: Acciaio a medio

tenore di carbonio
Zincato, Passivazione

chiara trivalente

Vastago: Acero medio en

carbono
Zincado

Pasivado claro trivalente
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_ __" — _ IbF (k1) | Ibf (k1)

nom. min. max. min max. max. max. max. min. max. min. min.
('1923) ('31.22) 12 ('153%3) (2130(.52) 02221-00812
(21.;33) ('41.23) 13 ('1555.,3) (213.908) 02221-00813
G.3y| (35 | fr25) 02221-00814
174" (211.23) (éz.gg) 264 | 272 | 1P ('7676.3) 527 | 105 | .480 | .134 (218272) 1978 | 02221-00815
(6.4) (.52,22) (ggg} (6.7) | (6.9) 17 (.77;(7)) (13.4) | (2.7) [(12.2)| (3.4) (3;14407) (8.8) 02221-00817
('7223) ('93.?3) 18 ('17; g) (373;75) 02221-00818
550)|(i030) 10 |50 (150) 0222100819
(7'?).2850) (1'3.0;0) 21 ('29393) (3756.9;) 02221-00821

dimensions in inches and (mm) / en pouces et (millimétre) / alle MaBe in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milimetros)
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for latest data and installation information.
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Aluminum / Aluminum

Hemlok® 2241 Series

English

Francais

Deutsch

Italiano

Espafol

Protruding head

Téte bombée

Flachrundkopf

Testa tonda

Cabeza alomada

Body: Aluminum alloy* Corps: Alliage Hulse: Aluminium* Corpo: Lega di alluminio* Cuerpo: Aluminio*
(2.5 % Mg) d‘aluminium* (2.5% Mg) (2.5 % Mg) (2.5% Mg) (2.5% Mg)

Natural Brut Blank Nessuna finitura Natural

Stem: Aluminum alloy**  Tige: Alliage Dorn: Aluminium** Gambo: Lega di Vastago: Aluminio**

Natural

d‘aluminium#**
Brut

Blank

alluminio**
Nessuna finitura

Natural

*: EN AW-5052, AIMg2.5
**: EN AW-7075 AlZn5.5MgCu

Manufacturer
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Ibf (kN) | Ibf (k)
nom. min. max. min max. max. | max. | max. min. max. min. min.
.060 | .138 .539 1124
(1.50) | (3.50) 121137 (5.0) 02241-00812
110 | .189 .590 1349
(2.80) | (4.80) 3 | 150 6.0 02241-00813
132 | .21 612 1394
(3.35) | (5.35) 14| (15.6) 6.2) 02241-00814
1/4" | 189 | .268 | 264 | 272 | 5 | 669 | 527 | .105 | .480 | .134 1460 600 02241-00815
(6.4) |(4.80)](6.80)| (6.7) | (6.9) (17.0)| (13.4)| (2.7) | (12.2)| (3.4) (6.5) (2.67)
268 | .346 747 1574
(6.80) | (8.80) 7 1 (19.0) (70) 02241-00817
346 | .425 .826 1574
(8.80) |(10.80) 9 | 21.0) (7.0) 02241-00819
425 | 504 .905 1574
(10.80)|(12.80) 21 | 23.0) (7.0 02241-00821

dimensions in inches and (mm) / en pouces et (millimétre) / alle MaBe in Zoll und (mm) / in pollici e (millimetri) / en pulgadas y (milimetros)
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Please check

www.StanleyEngineeredFastening.com
for latest data and installation information.



